GlacialLight New LED Bay Lights Output 10,000 Lumens Using Just 96 Watts–GL-BL100
Low Glare for Indoor Use, IP66 Rugged Design for the Outdoors

Taipei, Taiwan – February 11, 2015 – GlacialLight, the lighting division of GlacialTech Inc., announces a new bay light series, the GL-BL100, featuring 10,000 to 10,700 lumen output using just 96W. With a Unified Glare Rating (UGR) of less than 19, these bay lights are bright without being harsh, making them suitable for indoor applications. Additionally, the rugged IP66 rated design, -40°C to 50°C operating temperature range, and outdoor bracket mounts translates to the GL-BL100 also being well suited for outdoor spot lighting and lighting tower use.

High Output, Low Glare

The new bay lights from GlacialLight use under 100 watts to produce 10,000 lumens or more of low glare LED light. With UGR under 19, these powerful LED luminaries produce light soft enough for hospital use, and bright enough for high bay warehouse lighting. The GL-BL100 offers lens in 70 degree beam angle lens for spot lighting and a 125 degree beam angle for flood lighting and area illumination. Optional lampshades at 60 degree and 120 beam angles are available to suit indoor aesthetics.
Cost Efficient
GlacialLight has leveraged the latest LED driver technology and efficient thermal design to make bay lights with 111 Lumens per Watt lighting efficiency. These LED bay lights are not just brighter than metal halide lighting of the same wattage but last twice as long.
Outdoor Capable
Bright enough for outdoor use and strong enough as well, the GL-BL100 series is rated a rugged and weatherproof IP66 and works from -40°C to 50°C. An outdoor mounting bracket adds easy 180 degree adjustability.
Features
· Highly efficient Metal-Halide replacement at 111lm/W. 

· 10,000 lumen output for high bay lighting and outdoor lighting. 

· CCT: 3000K, 4000K and 5000K available. 

· IP66 rated rugged for outdoor use. 

· 70 degree Lens standard for spot lighting. 

· 125 degree Lens available for flood lighting and area illumination. 

· Lampshades available for 60 degree and 120 degree. (optional accessory) 

· Outdoor-ready rotating mounting bracket available. (optional accessory) 

Specifications
	Type
	GL-BL100-WW
	GL-BL100-NW
	GL-BL100-CW

	Energy Used
	96W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC 
(Driver with CUL Certificate Support 277V AC for North America only) 

	Power Factor (PF)
	0.98 @120V AC, 0.97 @240V AC

	CCT (color)
	3000K
	4000K
	5000K

	Luminous Flux
	10000 lm
	10500 lm
	10700 lm

	System Efficacy
	104 lm/W
	109 lm/W
	111 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	70°

	Dimension
	Ф280 x 242mm (without lampshade)

	IP Rating
	IP66

	Operation Temperature
	-40°C ~ +50°C

	Net Weight
	3.1 kg (without lampshade)

	Package
	1 Carton


Read more about this new product please visit at GlacialLight's website:
http://www.glaciallight.com/products/baylight.htm
About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com 
