GlacialLight Announces 6” Surface Mounted LED Down Lights with AC and DC Input – GL-DL06-SM
Easily Installable LED Lighting Fixtures Offer Over 700 Lumens of Light at 12W

March 25, 2014, Taipei, Taiwan – GlacialLight, a division of lighting and technology manufacturer GlacialTech, announces the newest addition to its down light range with 6” surface mounted down lights. The GL-DL06-SM down light series are all-in-one lighting fixtures which can be installed without drilling holes in ceilings or walls. These surface mounted lighting fixtures are highly compatible with a range of electrical standards around the world and offer high quality light at various color temperatures. Non-dimmable, 3-in-1 dimmable, AC-TRIAC dimmable, and DC input options are available.

Easy Installation

The GL-DL06-SM comes as an easy to install all-in-one light and fixture. As a surface mounted down light, no drilling is needed, so ceilings and walls are left in intact. An optional metal pendant rod mounted allows the down light to be closer to the lighting target for kitchen countertops, cafes, and other indoor lighting applications.

Compatible

The GL-DL06-SM comes in a variety of models to suit various indoor lighting applications around the world. AC models support international mains voltage from 100-240V AC and an AC-TRIAC dimmable option means these down lights can be controlled with traditional dimming switches. DC input models support both 11-15V and 22-30V DC power.
Over 700 Lumens at 12W
The GL-DL06-SM uses just 12W to provide 700 lumens or more of light across 3 available color temperatures: 3000K warm white, 4000K neutral white, and 5700K cool white. An optimal 110 degree wide beam angle casts light evenly across any room or interior space. 

With 58 to 72 lumens per watt, these down lights are a highly efficient replacement for outdated incandescent, halogen, and even fluorescent lamps. Fully RoHS compliant, the GL-DL06-SM series do not contain mercury or any other hazardous materials. No harmful UV or IR rays are emitted, making these an environmentally responsible alternative to traditional lighting options. 
Specifications
DL06-SM (non-dimmable) 
	Type
	GL-DL06-SM-WW
	GL-DL06-SM-NW
	GL-DL06-SM-CW

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC

	Power Factor (PF)
	0.88 at 120V AC, 0.8 at 240V AC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	700 lm
	730 lm
	860 lm

	System Efficacy
	58 lm/W
	61 lm/W
	72 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	Ф 180 x 40 mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-HS10P-36C

	Net Weight
	550 g (with driver)

	Package
	10 Boxes / Carton




DL06DA-SM (DC dimmable : 1-10V/PWM/Resistor) 
	Type
	GL-DL06DA-SM-WW
	GL-DL06DA-SM-NW
	GL-DL06DA-SM-CW

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC

	Power Factor (PF)
	0.88 at 120V AC, 0.8 at 240V AC without dimmer

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	700 lm
	730 lm
	860 lm

	System Efficacy
	58 lm/W
	61 lm/W
	72 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	Ф 180 x 40 mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-HS10P-36CA (for 1-10V/PWM/Resistor)

	Net Weight
	550 g (with driver)

	Package
	10 Boxes / Carton




DL06Dx-SM (AC-TRIAC dimmable) 
	Type
	GL-DL06DL-SM-WW 
GL-DL06DH-SM-WW 
	GL-DL06DL-SM-NW 
GL-DL06DH-SM-NW 
	GL-DL06DL-SM-CW 
GL-DL06DH-SM-CW 

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	100-120V AC (GL-DL06DL-SM) 
200-240V AC (GL-DL06DH-SM) 

	Power Factor (PF)
	0.8 at 120V AC / 0.7 at 240V AC without dimmer

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	700 lm
	730 lm
	860 lm

	System Efficacy
	58 lm/W
	61 lm/W
	72 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	Ф 180 x 40 mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-TS10P-30L (for AC-TRIAC 100-120V AC) 
GP-TS10P-30H (for AC-TRIAC 200-240V AC) 

	Net Weight
	550 g (with driver)

	Package
	10 Boxes / Carton



DL06LD-SM (DC input) 
	Type
	GL-DL06LD-SM-WW
	GL-DL06LD-SM-NW
	GL-DL06LD-SM-CW

	Energy Used
	12W

	Rated Life
	30,000 Hours

	Input Voltage
	11-15V DC / 22-30V DC

	CCT (color)
	3000K
	4000K
	5700K

	Luminous Flux
	700 lm
	730 lm
	860 lm

	System Efficacy
	58 lm/W
	61 lm/W
	72 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	Ф 180 x 40 mm

	IP Rating
	IP20

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	GP-LD10-30C

	Net Weight
	490 g (with driver)

	Package
	10 Boxes / Carton


Features:
· One piece, easy installation 
· Can be mounted on nearly any surface: wall or ceiling 
· Die-cast aluminum construction - light and sturdy 
· Color temperatures 3000K/4000K/5700K available 
· Optional rod pendant mounted allows lighting to get closer to the projection object 
· AC Models compatible with AC voltage worldwide 
· DC Models compatible with 11-15V, 20-30V DC 
· There are 4 different models under this series: non-dimmable, 3-in-1 dimmable , AC-TRIAC dimmable, and DC input 

Read more about this new product please visit at GlacialLight's website:
http://www.glaciallight.com/products/downlight-surfacemount.htm 

About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com 
