GlacialLight’s New Outdoor Flood Lights Use CoB LEDs to Generates More Light From Less Power – GL-FL100
111 Lumen/Watt Performance through outstanding thermal design

Taipei, Taiwan – March 4, 2015 – GlacialLight, the lighting division of GlacialTech Inc., announces a new flood light model – the GL-FL100. With an IP66 rating suitable for the outdoors, the GL-FL100 features a powerful 10,000 lumens CoB LED housed in a light and corrosion resistant aluminum body. By using smart thermal design including evaporative heat pipe technology, the GL-FL100 achieves 111lumen/W efficiency. A 70 degree beam angle, sturdy adjustable mounting bracket, and -40°C to +50°C operation makes the GL-FL100 a great fit for a variety of outdoor flood lighting applications.

Efficient Lighting

The GL-FL100 uses only 96W to output over 10,000 lumens of LED light. Using the latest proprietary heat pipe and heatsink technology to efficiently cool the Chip-on-Board LED, the new flood light is lighter than ever at only 4kg yet generates extremely high brightness for its weight and power usage.
Outdoor Ready
The GL-FL100 is 100% ready for the outdoors with an IP66 rated lighting assembly, an IP67 rated internal LED driver, and an IP68 rated waterproof power connector. The flood light mounting bracket is made of sturdy and corrosion-resistant stainless steel and the light is rated to operate from a wide temperature range from -40°C to +50°C.
Versatile
The GL-FL100 features GlacialLight’s trademark versatility with a mounting bracket that has 8 steps of adjustment to rotate 180 degrees along the vertical axis. The stepped adjustment design makes it easy to change the angle of the light yet will stay in place even if bumped. The flood light can be mounted on ground surfaces as security or architectural lighting. Its powerful 10,000 lumen performance means it also functions great as stadium or street lighting. Color temperatures from 3000K, 4000K and 5000K are available.
Product Features:
· Highly efficient Metal-Halide replacement @111 lm/W. 

· Stainless Steel Outdoor-ready Mount features 180 degree s of vertical adjustment. 

· 10,000 lumen output for powerful outdoor lighting. 

· CCT: 3000K, 4000K and 5000K available. 

· 70 degree beam angle. 

· IP66 rated rugged for outdoor use with waterproof power connector. 

· Wide operating temperature range from -40°C to +50°C. 

Specifications
	Type
	GL-FL100-WW
	GL-FL100-NW
	GL-FL100-CW

	Energy Used
	96W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC 
Driver with CUL Certificate Support 277C AC for North America only 

	Power Factor (PF)
	0.98 at 120V AC, 0.97 at 240V AC

	CCT (color)
	3000K
	4000K
	5000K

	Luminous Flux
	10000 lm
	10500 lm
	10700 lm

	System Efficacy
	104 lm/W
	109 lm/W
	111 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	70°

	Dimension
	283 x 160 x 248 mm

	IP Rating
	IP66

	Operation Temperature
	-40°C ~ +50°C

	Net Weight
	4 kg

	Package
	1 Carton


Read more about this new product please visit at GlacialLight's website:
http://www.glaciallight.com/products/floodlight.htm
About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com 
