GlacialLight Introduces Next Generation of LED Modular Ceiling Lightings – GL-PL0303-V2 and GL-PL0312-V2
Less than 15 Watts Produces over 1,100 Lumens of Smooth LED Illumination

Taipei, Taiwan – March 12, 2015 – GlacialLight, the lighting division of GlacialTech Inc., is introducing the second generation of its modular ceiling light series for indoor commercial lighting – GL-PL0303-V2 and GL-PL0312-V2. Using a new generation of LED thermal and lighting technology the 295mm square GL-PL0303-V2 consumes only 14.8 watts while producing up to 1260 lumens, and the longer GL-PL0312-V2 fluorescent tube replacement LED light, with dimensions of 295mm x 1195mm, reduces energy consumption to 44.5 watts while producing up to 3900 lumens.

Lower Energy Costs

At 295mm, these LED ceiling light fit easily within the width of standard modular ceiling tiles without consuming too much energy. The 295mm square GL-PL0303-V2 produces a bright yet non-obtrusive 1100 lumens or more and the 295mm x 1195mm GL-PL0312-V2 produces 3600 lumens or more, meaning less luminaires to install, and lower energy bills for the same amount of light.
A Better Light
Compared to fluorescent tube lighting, these new LED panel lights from GlacialLight produce a smooth, bright light across the entire LED panel, creating more pleasant and even area illumination with less flicker and glare. Color temperatures can be chosen from 3000K (warm white), 4000K (neutral white), or 6000K (cool white) to suit the lighting ambience. A dimming option with 1-10V DC, PWM and Resistor dimming is compatible with a variety of lighting control systems and switches, allowing users to easily adjust the level of light. The included LED driver has a two-stage design and is IP67 and CUL certified.
Versatile Lighting
In two different sizes - a square 295mm model as well as a longer 295mm x 1195mm model these lights with an ultra-slim 10mm thickness are an easy fit within standard suspended ceilings. The lights can be recessed mounted (295mm standard, 300mm with the spacer or 315mm with the clip-on mounts). Surface mounting and suspension cable mounting options are also available, meaning these panel lights can be installed on almost any ceiling type.
Features:
· Low power usage - 14.8W for PL0303-V2 and 44.5W for PL0312-V2. 

· Recessed, surface mount, ceiling mount, suspension cable, and clip-on mounting options. 

· Elegant look fits in any environment. 

· Light and slim 10mm design. 

· 3 color temperatures (3000K, 4000K, 6000K) and 2 sizes available. 

· Dimming option available (1-10V DC/PWM/Resistor). 

· Ideal replacement for fluorescent tube lights or louver lights. 

· LED driver has a two-stage design and is IP67 and CUL certified. 

Specifications
GL-PL0303-V2 (non-dimmable) / GL-PL0303DA-V2 (DC dimmable: 1-10V/PWM/Resistor) 
	Type
	GL-PL0303-V2-WW 
GL-PL0303DA-V2-WW 
	GL-PL0303-V2-NW 
GL-PL0303DA-V2-NW 
	GL-PL0303-V2-CW 
GL-PL0303DA-V2-CW 

	Energy Used
	14.8W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC 
(Driver with CUL Certificate Support 277V AC for North America only : non-dimmable)

	Power Factor (PF)
	0.88 at 120V AC, 0.8 at 240V AC

	CCT (color)
	3000K
	4000K
	6000K

	Luminous Flux
	1100 lm
	1150 lm
	1260 lm

	System Efficacy
	74 lm/W
	78 lm/W
	85 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	295 x 295 x 10 mm

	IP Rating
	IP40

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	HS15P-22C1 (for non-dimmable) 
GP-HS15P-24CA (for 1-10V/PWM/Resistor) 
(Driver Output : Constant Current 700mA, 24V) 

	Net Weight
	970 g (with driver)

	Package
	10 PCS / Carton



GL-PL0312-V2 (non-dimmable) / GL-PL0312DA-V2 (DC dimmable: 1-10V/PWM/Resistor) 
	Type
	GL-PL0312-V2-WW 
GL-PL0312DA-V2-WW 
	GL-PL0312-V2-NW 
GL-PL0312DA-V2-NW 
	GL-PL0312-V2-CW 
GL-PL0312DA-V2-CW 

	Energy Used
	44.5W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC 
(Driver with CUL Certificate Support 277V AC for North America only)

	Power Factor (PF)
	0.96 at 120V AC, 0.91 at 240V AC

	CCT (color)
	3000K
	4000K
	6000K

	Luminous Flux
	3600 lm
	3700 lm
	3900 lm

	System Efficacy
	81 lm/W
	83 lm/W
	88 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	110°

	Dimension
	295 x 1195 x 10 mm

	IP Rating
	IP40

	Operation Temperature
	-20°C ~ +40°C

	Bundled Driver
	HS60P-24C1 (for non-dimmable)
(Driver Output: Constant Current 2200mA, 16~24V)
HS60P-24CA1 (for 1-10V/PWM/Resistor)
(Driver Output: Constant Current 2200mA, 24V) 

	Net Weight
	3.5 Kg (with driver)

	Package
	4 PCS / Carton


Read more about this new product please visit at GlacialLight's website:
http://www.glaciallight.com/products/panellight-recessed.htm
About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com 
