GlacialLight Announces 150 Watt LED Floodlight with Over 16,000 Lumens - GL-FL150
Highly Efficient 111 Lumen per Watt Fixture Replaces 400W Metal Halide Lamps

February 23, 2016 - Taipei Taiwan - GlacialTech, the LED lighting division of GlacialTech Inc., announces a new 150W outdoor LED floodlight which combines the latest CoB LED technology with GlacialTech thermal technology to produce up to 16,300 lumens. The GL-FL150 accepts universal AC voltage from 100-240V, comes in 60 or 120 degree beam angles, and features an outdoor ready stainless steel mounting bracket with 360 degree vertical adjustability.

High System Efficacy Up to 111 Lumens per Watt

The GL-FL150 uses the latest CoB LEDs along with superior GlacialTech cooling technology to offer up to 16,300 lumens depending on color temperature and beam angle. This high performance allows it to replace higher wattage metal halide lamps while providing better, more uniform lighting. While metal halide light must be reflected towards the source, wasting lumens, LED illlumination is directional, creating higher lighting efficiency per lumen.

Outdoor Ready from -40°C to +50°C

The GL-FL150 operates from -40° to 50° celsius allowing it to operate year round in many outdoor locations. The fixture is rated a rugged IP66 for outdoor use and features a stainless steel mountin g bracket with 360 degrees of vertical adjustability. An outdoor stake light bracket is also available for mounting in soft ground.

Flexible Lighting Solution

The GL-FL150 comes in either 60° or 120° beam angles to suit various lighting applications, as well as 3 color temperatures: 3000K Warm White, 4000K Neutral White, and 5000K Cool White. Accepting universal AC voltage from 100-240V AC, it’s compatible with standard mains voltage worldwide.

Long Service Life and Environmentally Friendly

With a 30,000 hour service life the GL-FL150 outlasts metal halide lamps and lighting output stays much more consistent over time than the rapid lumen depreciation associated with halide bulbs. RoHS compliant, no mercury or toxic chemicals are used, and there is no UV or IR radiation from the GL-FL150 making it a more environmentally friendly and safe lighting solution than metal halide lighting.

Specifications
	Type
	GL-FL150-WW
	GL-FL150-NW
	GL-FL150-CW

	Energy Used
	147W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC

	Power Factor (PF)
	0.98 at 120V AC, 0.94 at 240V AC

	CCT (color)
	3000K
	4000K
	5000K

	Luminous Flux
	14700 lm (60°)
	15800 lm (60°)
	16200 lm (60°)

	
	14800 lm (120°)
	15900 lm (120°)
	16300 lm (120°)

	System Efficacy
	100 lm/W (60°)
	107 lm/W (60°)
	110 lm/W (60°)

	
	101 lm/W (120°)
	108 lm/W (120°)
	111 lm/W (120°)

	CRI (Minimum)
	80

	Beam Angle
	60° / 120°

	Dimension
	286 x 229 x 248 mm

	IP Rating
	IP66

	Operation Temperature
	–40°C ~ +50°C *(Note 1)

	Bundled Driver
	GP-LS150P-60 
(Driver Output : Constant Current 2.5A, 60V)

	Net Weight
	5.25 kg

	Package
	1 Carton

	*Note 1: –40°C~–20°C (Only support for 200~240V AC Input Voltage)


Features:

· High system efficacy up to 111 lm/W. 

· Stainless steel outdoor-ready mounting bracket features 360 degrees of adjustment vertically. 

· Corrosion-resistant aluminum Outdoor Stake Light Bracket. 

· 60 degree and 120 degree beam angle available. 

· IP66 rated rugged for outdoor use. 

· Wide operating temperature range from -40°C to +50°C. 

For more information about the GL-FL150 visit:
http://www.glaciallight.com/products/floodlight.htm
About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Please visit the company homepage at www.GlacialLight.com 
