GlacialLight Announces High Efficiency Flood Light Using COB LEDs – GL-FL55
The latest in LED lighting technology provides up to 115 lumens per watt

November 17, 2015 - Taipei Taiwan - GlacialLight, the lighting division of GlacialTech Inc., announces the addition of the GL-FL55 to its flood light series. Using the latest in LED lighting technology the GL-FL55 is able to output up to 6300 lumens using a mere 55W, providing up to 115 lumens per watt. Its high energy efficiency along with its rugged IP66 rated aluminum housing and versatile mounting options with the outdoor-ready mounting bracket capable of 360 degrees of adjustment and optional outdoor stake light bracket make the GL-FL55 the ideal choice for a wide range of indoor and outdoor retail, commercial, and industrial external lighting applications.

Energy Efficient Lighting

Save money on lighting. With the combination of Chip-on-Board LEDs and GlacialTech’s proprietary heatsink and heatpipe design, the GL-FL55 can produce up to 6300 lumens using only 55 watts with an efficiency of an astounding 115 lumens per watt.

Suitable for Outdoor Applications

With IP66 certification, the GL-FL55 is suitable for a variety of operating environments. The flood light mounting bracket is composed of corrosion-resistant stainless steel and the light can operate in temperatures ranging from -40°C to +50°C, meaning that this flood light can be reliably used in nearly all weather conditions.

Versatile Mounting Options

The GL-FL55 features versatility with a mounting bracket that can be adjusted for 360 degrees of rotation horizontally for wide range lighting projection. Additionally, this flood light can provide beautiful landscape illumination using the optional GlacialLight Outdoor Stake Light Bracket. Equally rugged, the Outdoor Stake Light Bracket is made of lightweight, yet strong, corrosion-resistant aluminum.

Features

· High system efficacy of up to 115 lm/W. 

· Stainless Steel Outdoor-ready mounting bracket features 360 degrees of adjustment horizontally. 

· CCT: 3000K, 4000K and 5000K available. 

· 60 degree and 120 degree beam angle available. 

· IP66 rated rugged for outdoor use. 

· Wide operating temperature range from -40°C to +50°C. 

Specifications
	Type
	GL-FL55-WW
	GL-FL55-NW
	GL-FL55-CW

	Energy Used
	55W

	Rated Life
	30,000 Hours

	Input Voltage
	100-240V AC

	Power Factor (PF)
	0.98 @120V AC, 0.94 @240V AC

	CCT (color)
	3000K
	4000K
	5000K

	Luminous Flux
	5900 lm
	6250 lm
	6300 lm

	System Efficacy
	107 lm/W
	114 lm/W
	115 lm/W

	CRI (Minimum)
	80
	80
	80

	Beam Angle
	60° / 120°

	Dimension
	246 x 160 x 220 mm

	IP Rating
	IP66

	Operation Temperature
	–40°C ~ +50°C *(Note 1)

	Bundled Driver
	Bundled Driver GP-RS60P-42C 1E
(Driver Output : Constant Current 1.4A, 42V) 

	Net Weight
	3 kg

	Package
	1 Carton

	*Note 1: –40°C (Only Support for 200~240V AC Input Voltage)


For more information about the GL FL-55 visit:
http://www.glaciallight.com/products/FL55_CoB-led-floodlight.htm
About GlacialLight

GlacialLight, the lighting division of GlacialTech, manufactures LED lighting solutions for indoor/outdoor applications and both residential and commercial uses. As well as having a wide range of finished LED lighting products, GlacialLight also offers its clients the option of customizing products for specific needs. Visit the company homepage at www.GlacialLight.com 
