GlacialPower Adds New 300mA LED Driver to GP-HS08N Series
Compliant with ErP regulations: The 8-Watt GP-HS08N-21C1

November 1, 2016 - Taipei Taiwan - GlacialTech, a division of the LED technology manufacturer GlacialTech Inc, announces the GP-HS08N-21C1 LED driver. This model is a new addition to the well-established GP-HS08N 8W series, supporting 250mA to 680mA. The new model is complaint with the EU’s ErP standards for efficiency and environmental sustainability without carrying extra cost to customers.

ErP Compliant Efficiency and Sustainability

The European Directive ErP encourages manufacturers to reduce their product’s impact on the environment to improve sustainability and use fewer resources both in factories and in disposal. They also establish standards to improve energy efficiency while reducing waste. GlacialPower believes in building more sustainable products, and is happy to announce that the GP-HS08N-21C1 fully complies with ErP regulations. This is doubly impressive for the driver’s competitive performance and compatibility.

Suitable for High-Brightness LED Products

The driver can handle universal AC input between 90 and 295VAC and supports a constant current mode for consistent luminosity across lights and improved reliability. It has a very low no load consumption under half a watt and a fast set-up time under half a second at 230VAC. The GP-HS08N-21C1 is rated for 300mA with a current tolerance of 7%.

Robust Protections and Reliability

The GP-HS08N-21C1 comes in an IP67-rated dust and waterproof enclosure suitable for outdoor as well as indoor use. It includes protections for over current and short circuiting to ensure a long lifespan.

Specifications
	Model No.
	GP‐HS08N‐11C
	GP‐HS08N‐14C
	GP‐HS08N‐21C
	GP‐HS08N‐21C1
	GP‐HS08N‐28C

	Output
	DC Voltage
	11V
	14.5V
	21V
	24V
	28V

	
	Constant Current Region
	3 ~ 11V
	5 ~ 14.5V
	10 ~ 21V
	10 ~ 24V
	14 ~ 28V

	
	Rated Current
	680mA
	500mA
	350mA
	300mA
	250mA

	
	Current Tolerance
	±7%

	
	Rated Power
	7.4W
	7.2W
	7.3W
	7.2W
	7W

	
	Efficiency at 240VAC (Typ.)
	73%
	75%
	75%
	75%
	78%

	
	Voltage Tolerance 
	±5%

	
	Set up Time (Max)
	< 0.5 Sec at 230VAC

	Input
	Voltage Range
	90VAC ~ 295VAC

	
	Rated Voltage
	100 – 240VAC / 277VAC for North American Only

	
	Frequency Range
	50 Hz ‐ 60 Hz

	
	Power Factor
	> 0.5 at 230VAC

	
	No Load Consumption
	< 0.5W at 230VAC

	
	AC Current (Max.)
	0.2A


Features:

· Universal AC input from 90 to 295VAC. 

· Constant current mode. 

· Protections: OCP and SCP. 

· IP67 rated. 

· Complete rated current from 250mA to 680mA. 

· Compliant with ErP EU_1194_2012, Stage 3 directives for energy related products. 

· No Load Consumption < 0.5W. 

· Set up time < 0.5 Sec at 230VAC. 

Read more about GP-HS08N in GlacialPower's website:
http://www.glacialpower.com/products/led-driver-General-1.htm 

About GlacialPower

GlacialPower, the power division of GlacialTech, manufactures Switch Mode Power Supply (SMPS) solutions for LED lighting applications. GlacialPower provides LED Drivers and power supplies with a wide wattage range for a variety of applications. GlacialPower power supplies use attractive and contemporary design to deliver quality products that possess innovative features and ease of usability for customers. For details, please visit at www.GlacialPower.com or visit us on Facebook at www.facebook.com/GlacialTech/. 
