GlacialPower Announces New 12V and 24V GP-LV-32D Driver Series
New 48W Constant Voltage Driver is Perfect Fit for Narrow Spaces

November 17, 2016 - Taipei Taiwan - GlacialPower, a division of the LED technology manufacturer GlacialTech Inc, announces the GP-LV-32D LED driver series. Available in 12V and 24V models, this new constant voltage LED driver is an excellent fit for furniture lighting – cabinets, bookcases, drawers – its slim body is designed for cramped enclosures.

Streamlined for Small Spaces and Wide Compatibility

The GP-LV-32D uses a streamlined, thin enclosure and terminal block design for easy installation in applications such as furniture and home appliance lighting. Its constant voltage mode is ideal for LED strip lighting, ensuring compatibility with wide parallel loads.

Active PFC for Performance and Efficiency

The GP-LV-32D series features a built-in Active PFC function and support Universal AC input from 90 to 305VAC. Both 12V and 24V models are capable of up to 48W of power output. Despite their constant voltage mode, these drivers average over 80% efficiency with very low ripple and noise readings.

Robust Protections and Reliability

The new series includes protections for over current and short circuiting to ensure a long lifespan. The drivers automatically handle overload situations and include an auto-recovery mode. They are compliant with international safety and conservation standards.

Features:

· Universal AC input from 90 to 305VAC. 

· Built-in Active PFC Function. 

· Constant Voltage mode. 

· Protections: OCP and SCP. 

· Designed for LED Strip Lighting. 

· Excellent for furniture lighting and cramped spaces. 

· Slim enclosure and terminal block design for easy installation. 

Specifications
	Model No.
	GP-LVD012-32D
	GP-LVB024-32D

	Output
	DC voltage
	12V
	24V

	
	Rated Current Range
	0-4A
	0-2A

	
	Ripple & Noise (max.)
	4Vp-p
	3Vp-p

	
	Voltage Tolerance
	± 6%
	± 5%

	
	Rated Power (max.)
	48W
	48W

	
	Efficiency (Typ.)
	82%
	84%

	
	Setup Time (max.)
	2Sec at 230VAC Full Load

	Input
	Voltage Range
	100VAC-240VAC / 277VAC for North American Only

	
	Frequency Range
	50 Hz / 60 Hz

	
	AC Current
	0.6A at 115VAC/ 0.3A at 230VAC / 0.25A at 277VAC

	
	Power Factor
	PF>0.97 at 115VAC, PF>0.92 at 230VAC, PF>0.9 at 277VAC

	
	Inrush Current (max)
	<10A/ 230VAC

	
	Leakage Current
	<1mA / 240VAC


Read more about the new product in GlacialPower's website:
http://www.glacialpower.com/products/led-driver-Terminal.htm 

About GlacialPower

GlacialPower, the power division of GlacialTech, manufactures Switch Mode Power Supply (SMPS) solutions for LED lighting applications. GlacialPower provides LED Drivers and power supplies with a wide wattage range for a variety of applications. GlacialPower power supplies use attractive and contemporary design to deliver quality products that possess innovative features and ease of usability for customers. For details, please visit at www.GlacialPower.com or visit us on Facebook at www.facebook.com/GlacialTech/. 
